% I DHONDT
Ibll B AL HEADING TOWARDS NEW HORIZONS
SOLUTIONS.

BLAST FREEZERS

OUR OFFER D

A range of standard and customized
equipment

= A range of high-performance blast freezers from

6.2 kW to 56.7 kW Plug & play equipoment
* Galvanized steel or AIMg body with smooth = Al our unit coolers are assembled, tested and proven in our
surfaces protected by electrostatic powder factories.

coating (RAL 9016, pure white).
* On-site work is limited to fluid and electrical connections.
* High-performance motorfan groups with diameters
of 630 and 710 mm * Possilties to offer 100% customized solutions to meet your
most demanding applications.
 Copper tubes, aluminum fins as standard. ) .
* Our sales teams are at your disposal to support you in your

« Fin pitch: 12 mm. PIORCs:

« electrical defrost as a standard

*

* Fan ring electrical resistors

« Direct expansion with duties certified by

EUROVENT — Pump power supply APPLICATIONS

* CO2 ranges easily configurable with our FPS6 . Commercial refrigeration
selection software.

« Industrial refrigeration

* Many options available: stainless steel tubes and
casings, electric or hot glycol defrosting, EC fan,
etc.

CERTIFIED

W EUROVENT
PERFORMANCE




2 TYPES OF CONFIGURATIONS

FLS ANGES, SERIES S/H& S -ii
-.
\ ~

FLS ARANGES? SERIES K& T .

« from 1 to 4 motorfan groups « « from 1 to 6 motorfan groups

« Fin pitch : 12mm « Fin pitch : 12mm
« Copper tubes

« Aluminium fins

« Copper tubes
« Aluminium fins
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We recommend using our FPS6 selection software to find T e
the best solution for your application. 48] B e
Direct  expansion  selections  are BT
EUROVENT certified. Sound pressure ‘:"“:__ *
levels at 10 m are confirmed according to e *
EN13487.

HEAT EXCHANGE SURFACE

Tube diameter : 16 mm

Tube thickness : 0.32mm to 1.5mm

Tube material : Copper, stainless

steel 304/316 L

Fin pitches: 12 mm

Fin thicknesses : From 0.1.mm to 0.18mm

Fin materials : Aluminium, AIMg, Copper, Gold Epoxy, stainless steel 304/316 L
Heat exchange surfaces coating: Polual XT (Blygold), Heresite

Headers diameters: From 16 mm to 2 x 66 mm
Headers materials : Copper, stainless steel
headers coatings : On demand

Frames and casings thickness : 2.3mm
Frames and casings materials : Magnelis ZM 195, Stainless steel in option
Frames and casings finishing : Electrostatic powder coating, others on demand

VENTILATION AC & EC

D ity emnce pzecectg 2 DIN 71042

AC Type @630 mm IP54
EC Type @710 mm
400V 3~50/ 50 Hz

OPTIONS ET VARIANTS

- Electric defrost = ECfans - fan rings resistors
« Hot glycol defrost * 304/316 stainless steel casing « Flow resistance
. * Protected fins .
ALl . * Reinforced fans
» Water defrost * Bundle coating e ' '
Insulated drainer « Electronic expansion valve . Cgstomlzatlon possible according to your
mounted projects
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